SECTION 115

SLURRY SEAL MATERIALS

115.,1 GENERAL

slurry seal coats shall consist of a
bituminous material and filler c¢f mineral
aggregates in the pro- portions specified
under Section 334.

115.2 REFERENCES
115.2.1 ASTM

C 88 D 242

¢ 131 D 2419

C 386
115.2.2 This publication:

SECTION 112

SECTION 113

SECTION 330
115.3 MINERAL AGGREGATES
115.3.1 The mineral aggregate shall con-
sist of natural or manufactured sand,
slag, «crusher fines, or a compbination
thereof., Smooth texturea sand of Less

than 1.25 percent water absorption shall
not exceed 50 percent of the total com-
bined aggregate. The aggregate shall be
clean and free from vegetable matter and
other deleterious substances. When
tested by ASTM D 2419, the aggregate
blend shall have a sand equivalent of not
less than 45. When tested according to
ASTM C 88, the aggregate shall show a

loss of not more than 15 percent. When
tested according to ASTM C 131, the ag-
gregate shall show a loss of not more

than 35 percent.

115.3.2 Mineral fillers such as Portland
cement, limestone dust, or fly ash, shall
be considered as part of the blended ag-
gregate and shall be used in minimum re-

quired amounts. The mineral fillers
shall meet the requirements of ASTM D
242, Mineral fillers shall only be useda

if needed to improve the qguality of tne
mix or gradation of the aggregate,.

115.3.3 The combined mineral aggregate
shall conform to one of the following
gradations on Table 115.3.3 wnen tested
in accordance with ASTM C 386. The type

gradation will be as shown c¢n the plans
or as specified by the ENGINEER.

115.4 BITUMINOUS MATERIALS

115.4.1 The bituminous material shall be
an emulsified asphalt as specified by the
ENGINEER or as shown on the plaas. The

material shall conform to the reguire-
ments of Section 113.

115.4.2 Test <certificates and reports
for bituminous material shall be fur-
nished in accordance with Section 112,

115.4.3 A test report for adhesion of
emulsified asphalt as specified 1in Sec-
tion 112 1is required.

115.5 MEASUREMENT AND PAYMENT

No measurement or payment will be made
for separate ingredients of the slurry
seal, Payment for asphalt emulsion

shall be made on the unit
square yard as per the Bid

slurry seal
price pez
Proposal.



Z1-9"9

ST-¢
8T-L
TAn AN
FE-61
05-8¢
0L-S¥
06-0L
00T

burssed
JU0I9d

111 8dAT,

Teaoxdde S, ¥AANIONG I10F pPoIjTUANS 2q TTeYS ubtssp X1uW qof 930N

S ET-S"L

qT-6
Te-01
0£-81
05-0€
0L-S¥
06-59
00T-06

00T

butssed
JusoIad

11 2dAL

TS

9T-0T

0Z-0T
0£~-GT
(A4
09-0¥
06-69
001-06
00T
00T

butssed
JuD0I9d

1 odAL

ROTS Y0d ONIAVID AIVORIDOV

£ ¢€°6TT dHYE

o1ebaibby

Ki1d $ 2JuL3u0d
3Teudsy TenpIsayd
007 "ON

00T "ON

oG "ON

0¢ ‘©ON

9T "ON

g "ON

¥ “ON

8/€

9z1S 9A91S

115-2



